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Notes  1. This AD schedule is applicable to BAC-167 MK80 and MK88 series aircraft 
manufactured by British Aircraft Corporation and have previously been in military 
service.  

  2. This AD schedule includes those National Airworthiness Authority (NAA) ADs 
applicable to these aircraft.  NAA ADs can be obtained directly from the applicable 
NAA website. 

   The links to NAA websites are available on the CAA website at: 
https://www.aviation.govt.nz/aircraft/airworthiness/airworthiness-directives/links-to-
state-of-design-airworthiness-directives/ 

  3. The date above indicates the amendment date of this schedule. 

  4. New or amended ADs are shown with an asterisk * 
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UK MPD 1995-101R1 Wing Lower Spar Boom – Inspection 

Effective Date: 30 October 2014 

UK MPD 1995-102 Electrical Cable Looms - Inspection 

Effective Date: 30 October 2014 

UK MPD 1995-108 Control Column - Inspection 

Effective Date: 30 October 2014 

UK MPD 1995-109R1 Port and Starboard Mainplane Spar Upper Attachment Lugs – Inspection 

Effective Date: 30 October 2014 

UK MPD 1997-014 Control Column – Inspection 

Effective Date: 30 October 2014 

UK MPD 1997-016 Safety Ohmmeter – Inspection 

Effective Date: 30 October 2014 

UK MPD 1998-012 MK4 Oxygen Hose – Inspection 

Effective Date: 30 September 2014 

UK MPD 1999-008R1 Undercarriage Cable Life Limits 

Effective Date: 30 October 2014 

UK MPD 2002-001R1 Elevator and Rudder Control System – Inspection 

Effective Date: 30 October 2014 

UK MPD 2006-004R1 AML Harley Buckle Assembly– Inspection 

Effective Date: 30 October 2014 

UK MPD 2007-002R2 Port and Starboard Mainplane Spar Upper Attachment Lugs – Inspection 

Effective Date: 30 October 2014 

 


